
NOTE:  Cylinder base, item 12, 
is not available as a service 

item. Order complete cylinder.

NOTE: Safety valve 
(item 14) preset to 
11,000-11,500 psi  
[760-795 Bar]

CAUTION: Indicates 
staked threads. 
Stake marks must 
be removed prior to 
disassembly. Failure 
to do so may result in 
damage to parts. Some 
cylinder stop rings are 
assembled with Loctite 
material on threads. 
Stake threads when 
reassembling.

Repair Parts Sheet

RR-1006, RR-10013, RR-10018

L990 Rev. F 11/13 RR-1006 - For Date Codes Beginning with the Letter “D” 
   RR-10013, RR-10018 - For Date Codes Beginning with the Letter “C”

Figure 1, 100-ton, Double Acting, Solid Plunger Hydraulic Cylinders

To Protect Your Warranty, Use Only ENERPAC Hydraulic Oil.
Enerpac recommends that all kit components be installed to insure optimum performance of the repaired product.



Repair Parts List for Figure 1
 Item  Part Number  Qty.  Description
  RR-1006  RR-10013  RR-10018  
 1  L748900SR  L748900SR  L748900SR  1  Saddle Assembly
 2  H  H  H 1  Wiper Ring
 3  CL800044  CL800044  CK141044  1  Stop Ring
 4  H  H  H  1  Back-Up Washer
 5  H H H 1  O-Ring
 6  H  H H  1  Back-Up Washer
 7  H H  H  1  O-Ring
 8  G678040  L554040  CK139040  1  Plunger
 9  H H H  1  G-T Ring
 10 H H H 1 U-Cup
 11 H H H 1 Retaining Ring
 12 Not available as a service item. Order complete cylinder.   Cylinder
 13  CR400  CR400  CR400  2  Coupler
 14  CJ160900W  CJ160900W  CJ160900W  1  Relief Valve
 15  BSS6350D  BSS6350D  BSS6350D  2  Eyebolt
 16  CL404271  ---  ---  1  Thread Protector (not shown)
 H Indicates items included in and available only as part of Repair Kit RR1006K.

Visit www.enerpac.com for the location of the 
Enerpac Authorized Service Center nearest you.


